
Networking Alarm 

System
The system delivers audible alarm and text message display, email and signaling to other 

controller using hardware and data communications 



Specifications

Å Specification

Å Power Source 18 - 24 DC Volts

Å Output : Programmable 4 x SPDT Dry contact relay

Å Communication : RS485, Modbus TCP, RS232 for 
programming terminal only

Å Processors : 16 Bits processor system, High speed clock  

Å Maximum operating temperature 65 Degree



Alarm System 

Design Requirement

ANN 

CONTROLLER

4 Dry contact relay 

Text Display

Email

Short Message Service 

(SMS)

24 VDC Power Supply

LDC Display

(Optional) 

Alarm Sensing Device

Flow, Level, 

Temperature, Voltage, 

Current, Power, 

Weight etc..

Å Specification

Å Power Source 18 - 24 DC 

Volts

Å Output : Programmable 4 x 

SPDT Dry contact relay

Å Communication : RS485, 

Modbus TCP, RS232 for 

programming terminal only

Å Processors : 16 Bits 

processor system, High 

speed clock  

Å Maximum operating 

temperature 65 Degree

Å Provide messaging via 

Email and SMS

LDC Display

(Optional) 



Alarm Sensing Device

1. Flow

2. Level

3. Pressure

4. Temperature

5. Voltage

6. Current

7. Vibration

8. Weight

9. Other signal with 4-20 ma Signal


